
Product Data Sheet

TWOOL  ACOUSTIC
MW-EN-13162-T1                                                                                    

Lightweight felt for sound and thermal insulation                                          
of drywall partitions, especially in systems with                                                    
metal substructures and gypsum plasterboards.
The roll width matches the exact installation width 
(600 mm and 625 mm). Exceptional sound resistance
 performance and fire resistance of various types of
 gypsum plasterboard partition walls.

                                                                                                                                                                     
Technical Specifications                                     Values                                                     Standard
Thermal Conductivity                                      0,039W/mK                                              EN 12667
Fire Resistance Class                                               A1                                                        EN 13501-1
Linear Airflow Resistance
Maximum Operating Temperature

Thickness (mm)                                  75         100             75             100           40           50           60           50

Width (mm)                                       625         625           600            600          625         625         625         600
 Length (mm)                                    9000        7500         9000          7500       9000      7500       6500       7500

Thermal Resistance RD (m2K/W)     2,92         2,56           2,92          2,56          1,02       1,28        1,54        1,28

The product is certified in accordance with sa EN 13162                     MW- abbreviation for mineral wool
                                                                                                                    EN-13162-  number of the European standard
                                                                                                                    EN-12667-  number of the European standard

                                                                                                                        EN-13501-1-  number of the European standard


